
INSTALLATION INSTRUCTIONS 
GLOCK 17-17L-22-31-34-35-37 GEN 5 

S1: 3.8kg/ 8.4 lb   S2: 4.0kg /8.8 lb 
S3: 4.2kg/9.25 lb  S4: 4.5kg/9.9 lb

Short: 8.5kg/18.7 lb  Medium: 9kg/19.8 lb   
Long: 9.5kg/21 lb 
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The System o�ers 28 Adjustable User Settings. 
The 6 Di�erent in Power Bu�er springs and the 4 Di�erent 

in power External Springs can serve the majority of the ammo.
The Recoil System can operate without any of the Bu�er 

Springs in order to achieve extra soft function. 

External Springs Force (Slide on the Battery)

Bu�er Springs Force 0.7 (Slide Full Open Position)

Short: 9.5kg/21 lb  Medium: 10kg/22 lb 
Long: 11kg/24 lb 

Bu�er Springs Force 0.8 (Slide Full Open Position)



1.

2.
tube and press to engage the correct position 
Fig. 2 & 3      
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Fig. 3

Fig. 1

Choose one of the bu�er springs (Fig. 6,7) 
and secure (clip) to the axel head. Fig. 1 

 3. Choose one of the 4 external springs and place it 
on the Recoil Rod, add the Spring Plug to the free 
edge and install the Compressive Disc. Fig.4
 Fig.4



4. Compress at the same time the 
Spring and the Compressive Disc until 
you have clear view to the Recoil Rod 
Assembling Hole (5a) and insert the 
Safety Pin (Part 2) to block the Plug
temporarily  Fig. 5 a,b

6. The DPM Rod is 
ready for installation, 
place the DPM Rod in 
the slide hole (Fig. 7) 
and press the base of 

emove the Safety Pin  and 
let the Recoil Rod base to travel back to click on the 
correct position of the barrel. Fig. 8,9

Fig. 5 Fig. 6
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Fig. 7

5. Remove the 
Compressive Disc 
(Part 3) Fig. 6



5. Assemble the slide on the frame and before loading 
the magazine, rack the slide several times to ensure that 
the DPM Rod functions unrestricted.

Fig. 6

Fig.8

Fig.9

Visit the product’s page to watch video instructions.
For any questions about the installation or operating instructions:

service@dpmsystems.com | www.dpmsystems.com

Feel free to try any possible combination of spring setup 
with the ammunition that you use.

The DPM Recoil Rod must not protrude from the slide when 
the installation is done correctly (Fig.10) 

Fig.10


